fronge Flogs s 2;2_ CONSTRUCTION SIGN AND BARRICADE ASSEMBLY DETAILS NOTES: D—704-14

24" 96 1. Barricade and Sign Supports: Wooden supports shall be painted white.
12" 16" 32" 32" 16" Steel supports shall be galvanized or painted
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T< 2. Barricade Mounting Signs: The boftom of fthe sign shall be flush with
o the top of the top rall. Wood sign posts shall be 4"x4” min. SFS or
equivalent steel posts. All barricades and barricade mounted signs
shall be assembled with 35" bolts.
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o ] S 2 K] = Sign Supports: Sign supports shall be 4”x4"” min. SFS or equivalent
117 T ~ 1" T o steel post. The anchor for steel supports shall have a stub height
T lo] T o]l of 4” or less. Wood posts more than 4”“x4"” shall be breakaway. Sign
supports shall be imbedded to a sufficient depth so that signs wil
remain plumb throughout duration of project. It is suggested that

11" F‘f‘* [O] <
wood posts have a min. depth of embedment of 5’ and steel posts be
A embedded a min. 3'-6".
h 4 Material: All signs shall be 0.100” aluminums 12 gauge steel, '/’
'Rz 4&7 N POST MOUNTING plywood or other approved material. ,
21 Y = 24"x24" Signs Holes: All holes to be punched round for 3g" bolts.
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24" 4. Alternate Messages: The signs that have alternate messages may have
H POST MOUNTING these alternate messages placed on a reflectorized plate without a
. 12 48”x96"” Signs border and this plate installed and removed as required.
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Advance Warning Flashing or Sequencing Arrow Panels: The minimum
mounting height shall be 7 feet above the roadway to the bottom of
o\ the panel, except on vehicle mounted panels which shall be as high
| as practicable.
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I 30”%x30" Signs

Delineator Posts: Typical fence post sections are shown in Attachment
Details. Other types of metal fence posts may be substituted upon
approval of the engineer. These substituted posts shall have
reflectors attached similar to the ones shown.
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sign, one detour sign POST MOUNTING

& one route marker Assemblies with
one cardinal

direction sign,
one detour
sign. one route
marker & one
directional arrow. POST MOUNTING
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7. Route Marker Auxiliary Signs: The route marker auxiliary signs such
as the cardinal direction and directional arrows shal |l have background
colors the same as the route marker they are used with (Interstate

route markers, blue background, US and State route markers, white

Zg%lASEUETéﬁE z?z; g?UTTé%G 48" 24"%x30" Signs background, Interstate Business loop and spur, green background, and

i 7 -1-
36 o POST MOUNTING POST MOUNTING County route markers, blue background)
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487"x30" Signs 487x36" Signs 8. Vertical Clearance: Post mounted signs placed in rural areas shall have
a vertical clearance of at least 5 feet measured from the bottom of the
sign to the near edge of the driving lane. In business, commercial and
residential districts where parking and/or pedestrian movement is
likely to occur or where other obstructions to view, the distance
between the bottom of the sign to the near edge of the driving lane
shall be at least 7 feet. The height to the bottom of secondary signs
mounted below another sign may be 1 foot less than the appropriate
height specified. Large signs having an area exceeding 50 square
feet that are installed on multiple breakaway posts shall be mounted a
minimum of 7 feet above the ground.
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BARRICADE MOUNTING
48"%48" Signs POST MOU
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Vertical clearance =
U-post The vertical height
DELINEATOR ATTACHMENT AND POST MOUNTING DETAILS of the del ineator
device adjacent

to the sign
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| 1 Post sizes shall be 2!/ perforated tube
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POST MOUNTING POST MOUNTING
60"%x24" Signs POST MOUNTING 72"%24" Signs
60”x30" Signs

POST MOUNTING

Post to Ground Support Connection
72"%x36” Signs

SKID MOUNTED SIGNS
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